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TekDeck Slab Formwork System
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TekDeck System
· Cost effective (economical with slabs exceeding 1000mm)
· Light structure.
· Easier for transporting and storage.
· Efficient assembly and striking – approx. 12minutes per m2.
· Conventional – approx. 33minutes per m2.
· Durable components.
· Effective re-cycling of equipment.
· Fast construction programs to be achieved.
· Modular construction gives high quality surface finish.
· Easy to erect and dismantle.
· Erection and dismantling undertaken from beneath the deck.
· Aluminium and plywood board are the basic elements.
· A wide range of dimensions supplemented by the expandable shuttering boards guarantees that the set will fit each ceiling.
· Maximum ceiling thickness is 500mm.
	TekDeck Panels 
	Dimension 
	Weight (kg)
	Index

	TekDeck Panels 
	1800 x 1800
	55.0
	120120

	TekDeck Panels 
	1800 x 900
	27.6
	120121

	TekDeck Panels 
	1800 x 750
	23.7
	120122

	TekDeck Panels 
	1800 x 600
	19.7
	120123

	TekDeck Panels 
	1800 x 450
	11.6
	120124

	TekDeck Panels 
	900 x 900
	15.8
	120125

	TekDeck Panels 
	900 x 600
	11.5
	120126

	TekDeck Panels 
	900 x 450
	9.6
	120127

	TekDeck Panels Bearing
	 
	2.6
	120128

	TekDeck Securing Bolt
	 
	0.1
	120129
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TekDeck Beam

TekDeck Timber Beam

	TekFlex FT20
	Dimension (mm)
	Weight (kg)
	Index

	TekFlex FT20
	5900
	27.1
	140101

	TekFlex FT20
	4500
	20.7
	140102

	TekFlex FT20
	3600
	16.6
	140103

	TekFlex FT20
	2700
	12.2
	140104

	TekFlex FT20
	1800
	8.3
	140105

	TekFlex FT20 Beam Clamp
	TBA
	0.5
	140106
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TekDeck Aluminium Beam

	TekFlex FT 150 Beam
	Dimension (mm)
	Weight (kg)
	Index

	TekFlex FT150 Beam
	6000
	19.4
	140127

	TekFlex FT150 Beam
	4800
	15.6
	140128

	TekFlex FT150 Beam
	3600
	11.7
	140130

	TekFlex FT150 Beam
	2700
	8.8
	140131

	TekFlex FT150 Beam
	1800
	5.8
	140129

	TekFlex FT150 Beam Clamp
	TBA
	1
	140126
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TekDeck Components

TekDeck Frames

	TekDeck Frames
	Width (mm)
	Weight (kg)
	Index

	TekDeck Frames 1800
	1800
	11
	120108

	TekDeck Frames 900
	900
	9
	120111
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	TekDeck L/D Props  
	Adj. Range (mm)
	Weight (kg)
	Index

	TekDeck Props No.1
	1750 - 3000
	17
	120103

	TekDeck Props No.2
	1960 - 3500
	23
	120102

	TekDeck Props No.3
	2350 - 4000
	24
	102101

	TekDeck Props No.4
	2000
	15
	120104

	TekDeck Props No.5
	1000
	7
	120105

	TekDeck Props No.6
	500
	4
	120106






	TekDeck Acc.
	Dimension (mm)
	Weight (kg)
	Index

	 Tripod  
	980
	10
	120118
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	TekDeck Forkhead  
	Dimension (mm)
	Weight (kg)
	Index

	Forkhead  
	220 x 140
	2.6
	120113


TekDeck Forkhead
· [image: ]For supporting twin and single bearers.

Components Cont.

[image: ]TekDeck Interhead
· Intermediate support.

	TekDeck Interhead  
	Dimension 
	Weight (kg)
	Index

	FT20 Interhead  
	10 x 10.4
	0.96
	120114








[image: ]TekDeck Beam Clamp
	TekDeck Beam Clamp  
	Dimension 
	Weight (kg)
	Index

	Beam Side Clamp
	TBA
	5.90
	120115
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W: www.formtek.co.uk
E: info@formtek.co.uk
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