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Steel Panel Formwork System
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TekForm System
· Largest possible range of sizes with the least possible number of panels.
· Reduced storage space on building sites.
· Increased number of castings per element, on site.
· Applications – Stepped heights, offset walls, adjustments corner solutions where possible.
· To withstand concrete pressures of up to 80Kn/m2 
· High grade hot dip galvanising for durability / long life and low maintenance.
· The 18mm film coated plywood consisting of Birch Veneer is made to meet high demands. Bonded and glued crosswise according to BFU 100 with Phenol resin 220g/m2 coating.
· The system produces a smooth off-shutter concrete finish.
· Heavy duty, crane handled system for large areas.
· Rigid, heavy duty section steel frame, complete with an 18mm plywood insert.
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Panels available in 3 heights and 10 widths

TekForm Panels
3300 Panels
	TekForm Panel 3300
	Height (mm)
	Width (mm)
	Weight (kg)
	Index

	TekForm - Panel Galv, Ply
	3300
	2400
	494.2
	020101

	TekForm - Panel Galv, Ply
	3300
	1200
	240.3
	020102

	TekForm - Panel Galv, Ply
	3300
	900
	187.6
	020103

	TekForm - Panel Galv, Ply
	3300
	720
	158.3
	010105

	TekForm - Panel Galv, Ply
	3300
	600
	141.2
	010107

	TekForm - Panel Galv, Ply
	3300
	300
	115.5
	010112

	TekForm - Panel Galv, Ply
	3300
	240
	94.2
	010114



2700 Panels
	TekForm Panel 2700 
	Height (mm)
	Width (mm)
	Weight (kg)
	Index

	TekForm - Panel Galv, Ply
	2700
	2400
	420.5
	020124

	TekForm - Panel Galv, Ply
	2700
	1200
	207.2
	020125

	TekForm - Panel Galv, Ply
	2700
	900
	159
	020126

	TekForm - Panel Galv, Ply
	2700
	720
	132.2
	020128

	TekForm - Panel Galv, Ply
	2700
	600
	118.2
	020130

	TekForm - Panel Galv, Ply
	2700
	300
	78.1
	020135

	TekForm - Panel Galv, Ply
	2700
	240
	71
	020137



1200 Panels
	TekForm Panel 1200
	Height (mm)
	Width (mm)
	Weight (kg)
	Index

	TekForm - Panel Galv, Ply
	1200
	2400
	213.6
	020147

	TekForm - Panel Galv, Ply
	1200
	1200
	101.4
	020148

	TekForm - Panel Galv, Ply
	1200
	900
	83.1
	020149

	TekForm - Panel Galv, Ply
	1200
	720
	67.9
	020151

	TekForm - Panel Galv, Ply
	1200
	600
	60.5
	020153

	TekForm - Panel Galv, Ply
	1200
	300
	38.3
	020158

	TekForm - Panel Galv, Ply
	1200
	240
	34.6
	020160



Multi Panels
Used for column shuttering, outer corners, stop end shuttering or wall junctions.

	MULTI - PANEL
	Height (mm)
	Width (mm)
	Weight (kg)
	Index

	TekForm - 330 X 720 M
	3300
	720
	190.8
	020106

	TekForm - 2700 X 720 M
	2700
	720
	149.1
	020129

	TekForm - 1200 X 720 M
	1200
	720
	77.7
	020152




TekForm Corner Panels
Internal Corner[image: Text
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For shuttering of right-angled corners, from the inside.

	TekForm IC CORNER
	Height (mm)
	Width (mm)
	Weight (kg)
	Index

	TekForm - IC 3300
	3300
	300 x 300
	133.6
	020121

	TekForm - IC 2700
	2700
	300 x 300
	110
	020144

	TekForm - IC 1200
	1200
	300 x 300
	53.6
	020167




Articulated Corner
For use of variable wall angles, side lengths respectively 300mm[image: Diagram, text
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	TekForm AC CORNER
	Height (mm)
	Width (mm)
	Weight (kg)
	Index

	TekForm - AC 3300 PC
	3300
	292 x 292
	198.7
	030119

	TekForm - AC 2700 PC
	2700
	292 x 292
	110
	030142

	TekForm - AC 1200 PC
	1200
	292 x 292
	78.3
	030165




Striking Corner
Used for shaft shuttering, 30mm tolerance per side enables precise setting-up and easy solutions.[image: ]
	TekForm SC CORNER
	Height (mm)
	Width (mm)
	Weight (kg)
	Index

	TekForm - SC 3300
	3300
	300 x 300
	292
	010122

	TekForm - SC 1200
	1200
	300 x 300
	78
	010168
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Spindle to be used in conjunction with the striking corner.



TekForm Column 
Column panels are used to form concrete columns in a windmill formation. The size ranges from 150mm X 150mm to 650mm X 650mm, at 50mm increments. 
	TekForm S Column
	Height (mm)
	Width (mm)
	Weight (kg)
	Index

	TekForm - 3300 Column
	3300
	900
	172
	101104

	TekForm - 2700 Column
	2700
	900
	142
	101127

	TekForm - 1200 Column
	1200
	900
	70.5
	101150

	TekForm - 600 Column
	600
	900
	40.5
	101171
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TekForm System in action
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	No.
	Item
	Index

	1
	Short Clamp
	060104

	2
	Long Clamp
	060105

	3
	Scaffold Bracket
	060135

	4
	Waler 85
	060106

	5
	Tie Rod
	Sale Item

	6
	Wing Nut Plate
	Sale Item

	7
	Prop Type A
	060122

	8
	Base Plate A, B, C
	060130

	9
	Brace Connector
	060129

	10
	Stop End Tie
	060120
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TekForm Accessories[image: ]1


Short Clamp
· Used to straighten and align all the panels together. 
· Secured and aligned.
· For all panels compensating up to 120mm,
· Galvanised.
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Long Clamp[image: ]
· Aligns panels together and straightens them.
· Secured.
· Used for all panels compensating up to 260mm, including timbre infills.
· Galvanised.
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Scaffold Bracket
· Simply fasten to the vertical or horizontal panel
· Used for the assembly of a secure 800mm wide working platform.
· High quality galvanised.
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Waler 85
· The walers fasten onto the integrated track on the panels. The necessary anchor holes for this are integrated in a grid-like format on the panels.[image: A picture containing toy
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· Universally operational waler made of high-quality steel.
· Bridges length adjustments.
· Increased rigidity in the inter-panel connection.
· Transfers anchor strength.



Accessories cont.
[image: ]5


Tie Rod
· Typically supplied in four standard lengths however, additional lengths are available upon request.
· Maximum permissible load of tie rods are according to DIN 18216.
[image: ]
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Wing Nut Plate
· Fixes onto the tie rod to hold it in position.
[image: ]
1
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Prop Type A, B, C[image: A picture containing tool
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	Prop Type
	Extension range (mm)
	Weight (kg)
	Index

	 A
	2050 - 2940
	18
	060122

	B
	2900 - 3800
	21.1
	060123

	C
	4600 - 6000
	38.8
	060124


· Props are used to aid the erection of formwork.
· They allow for a simple adjustment of wall and column formwork.
· Absorbs wind force.
Kicker Type A, B, C
	Kicker Type
	Extension range (mm)
	Weight (kg)
	Index

	 A
	1080 - 1400
	12.05
	060126

	B
	1280 - 2100
	16.31
	060127

	C
	2030 - 2940
	20.61
	060128






Accessories cont.
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Base Plate A, B, C[image: ]
· Used to secure the prop to the existing ground by means of a concrete anchor bolt.
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Brace Connector
· Connects the prop to the Formwork panels.
 100


Stop End Tie[image: ]
· Securing the Walers 85 to the shutters at the stop end of the concrete wall.

Lifting Hook[image: A picture containing text, jack, electronics, plug
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· To transport the vertically hanging panels
· Certificated carrying load 1.5T
· For loading and unloading, as well as the movement of complete formwork packages.



Planning, Logistics & Services


Planning[image: ]
· Comprehensive advice
· Prompt quotations
· Working towards the most cost affective and accurate solution for every project	Comment by Gizem Merve Doyuran: would you like to add this planing to the services?




Logistics
· On time, reliable delivery
· We are proud to be able to offer fit for purpose equipment to our clients at the earliest opportunity.


Services
· Training offered for site personnel including product training beginning, intermediate training, design training.
· Cleaning, maintenance, and repairs using quality materials to the highest standards.
· Onsite project coordination.
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FormTek Ltd.
Unit 12 – 13 
Penton Business Park
Newbury Hill
Penton Mewsey
Andover
SP11 0SP
W: www.formtek.co.uk
E: info@formtek.co.uk



image25.png




image12.png




image26.png




image8.png




image14.png
———





image2.jpg




image16.png




image3.png
650 X 650




image9.png
1|

‘' L }
|





image17.png
__Ja : :

1
O (e
| e T ill.l*. l-.‘ 4
T 101 1 -





image27.png




image7.jpg




image29.png




image10.png




image31.png




image15.jpg




image33.png




image13.png




image34.png




image20.png




image11.png




image30.png




image22.png




image35.png




image5.png




image32.png




image1.png




image37.png




image21.png




image28.png




image4.png




image23.png




image6.jpg




image36.png




image24.png
. ForRMTEK




image19.png




image18.jpg




